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贯通道

Rail Vehicle
Gangway

3

High-speed Rail, Intercity, 25T, Municipal, 

Subway A, Subway B, Subway AH, Subway 

AS, Various Monorails

1
Domestic 

Supply
Cities

Hangzhou, Wenzhou, Taizhou, Jinhua, Yiwu, Beijing, 

Tianjin, Xiamen, Dongguan, Shenzhen, Chongqing, 

Chengdu, Taiyuan, Shenyang, Etc

Foreign
Supply

Countries
2

Indonesia, Saudi Arabia, Korea, India, 

Russia

4
Special 

Industry 
Gangway

Covered Bridges, Rvs, Campervans

Type A Cars Gangway

Yonggui Gangway

The butt frame has beautiful 

appearance and stable quality

There is 1 weld at the bottom

Most of the welding in the industry is 

8 places

The butt locking is reliable and the 

sealing is good

A total of 14 locking points

Most of the locking points in the 

industry are 10 locking points

Lightweighting:

The weight is about 600 kg

Most of the industry is above 660 kg

Airtightness:

Airtight ≥ 100 seconds

50 seconds higher than the new 

standard

Sound insulation:

The sound insulation value ≥ 40 decibels

Minimum Maintenance 

Intervals:

The vehicle is maintenance-free during 

the repair period

8-segment splicing

molding

8 welds in the 

circumference

only 1 weld at the 

Integral bending and 

forming

bottom

10 locking point14 locking points
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Type B Cars Gangway

Visible side of side plate

Middle guard plate

 slide

 Friction side

Friction structure at unviewable side

 Visible side of side plate

Middle guard plate

Friction side

 slide
 slide

Friction structure at visible side

Three-pair 

connectingrod

mechanism

Press-riveting structure

Two sets of 

connecting rods

Clinchernut construction

Yonggui Gangway OtherGangway Technological Innovation Green Energy Saving

Yonggui three-piece guard plate adopts non-

visible surface friction design to avoid visible 

surface wear and reduce maintenance 

requirements during its life. Outperforms 

industry-leading surface friction designs.

Yonggui three-piece guard plate adopts three 

sets of connecting rod mechanism, which can 

reduce the gap between the guard plates when 

the vehicle rolls sideways. Better than the 

industry's two-pair connecting rod mechanism.

Yonggui connecting rod joint adopts riveted 

structure to solve the problem of abnormal noise 

caused by the movement of cotter pin nut 

structure in the industry. Maintenance-free over 

the lifetime. Better than the industry's patter pin 

nut structure.

Metal Guards and Top Plates:

It is molded by a single mold

No soldering and bonding

Reduced risk of cracking and 

shedding

Airtightness:

Airtight ≥ 100 seconds

50 seconds higher than the new 

standard

Sound insulation:

The sound insulation value ≥ 40 

decibels

Minimum Maintenance 

Intervals:

The vehicle is maintenance-free 

during the repair period

轨道车辆贯通道
高铁，城际，25T，市域，地铁A，地铁B，

地铁AH，地铁AS，各种单轨

国内供货城市
杭州，温州，台州，金华义乌，北京，天津，厦门，

东莞，深圳，重庆，成都，太原，沈阳等

国外供货国家 印尼，沙特，韩国，印度，俄罗斯

特种行业贯通道 廊桥，房车，宿营车
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A型车贯通道

永贵贯通道

对接框外形美观，质量稳定

底部1处焊接

行业内大多为8处焊接

对接锁闭可靠，密封性好

共14个锁闭点

行业内大多为10个锁闭点

轻量化：

重量约600公斤

行业内大多在660公斤以上

气密性：

气密≥100秒

高于新标准要求50秒

隔音性：

隔音值≥40分贝

最小维护周期：

车辆架修期内免维护

8段拼接成型

周圈8处焊接

整体折弯成型

底部1处焊接

周圈10个锁闭点周圈14个锁闭点

行业贯通道 技术创新+绿色节能

B型车贯通道

三副连杆机构

压铆结构

两副连杆机构

永贵三片式护板采用非可视面磨擦设计，避

免可视面磨损，寿命期内降低维护要求。优

于行业内可视面摩擦设计。

永贵三片式护板采用三副连杆机构，可以减

小车辆侧滚时护板间出现的缝隙。优于行业

内两副连杆机构。

金属护板和顶板：

采用整体模具成型

无焊接和粘接

降低了裂纹和脱落风险

气密性：

气密≥100秒

高于新标准要求50秒

隔音性：

隔音值≥40分贝

最小维护周期：

车辆架修期内免维护

边护板乘客可视面

中间护板

滑动

滑动

摩擦面

非可视面摩擦结构

永贵贯通道 行业贯通道 技术创新+绿色节能

边护板乘客可视面
中间护板

摩擦面

滑动
滑动

可视面摩擦结构

永贵连杆接头采用铆接结构，解决行业内开

口销螺母结构运动易产生异响的问题。寿命

期内免维护。优于行业内开口销螺母结构

开口销螺母结构
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